
 

 

Ligier JFC Technical Regulations Bulletin 

№: JFC-TRB-2026-01 

Date: June 8, 2026 

Subject: Technical Regulations Updates & Clarifications 

 
1. Throughout these Sporting Regulations, replace the terminology “JFC-1” and “JFC-2” with the updated terminology of 

“JFC G1” and “JFC G2”. 
 

2. Article 1. REGULATIONS: Add the following paragraph to the end of the section. 
 
1.3   As these cars are out of homologation, teams should not refer to the FIA 1st generation F4 Technical Regulations to  

prepare their cars for the Ligier Junior Formula Championship.  Teams should refer to the 2026 JFC Sporting 
Regulations and the manufacturer’s manuals to prepare their cars for this Championship.  Any information that was 

within the FIA Technical Regulations that teams need to refer to will be listed within the JFC Regulations.   
 

3. Article 1.1: Clarify this section by changing to read as follows. 
 

      The final text of these Ligier Junior Formula Championship Sporting Regulations (the “Sporting Regulations”) shall be in 
English, which will be used should any dispute arise as to their interpretation.  Headings in this document are for ease of 
reference only and do not form a part of these Sporting Regulations.  These regulations will be updated periodically 
throughout the season to include any bulletins from the Series or official partners.  Any updated wording will be 
indicated in red text until the next regulation update, where any red text will be converted to black text before adding 
any new language. 

 
4. Article 22.18 Pit Stop Procedures: Add the following paragraph to the end of the section. 

 
q)   If changing weather conditions warrant it, the Race Director may call for a Red Flag stoppage in any session and  
      mandate that all cars change from dry-weather to wet-weather tires.  Under those circumstances, and to keep the 

session stoppage as short as possible, teams will be allowed to have a maximum average of five (5) crew members per 
car to be over the wall to make the tire change.  

 
      No work other than changing the tires may be done on the cars during this mandatory tire change.  Teams may not 

check or adjust tire pressures, wings, shocks, sway bars, or any other aerodynamic or suspension components.  Wet-
weather tire pressures must be set while the tires are on the cold side of the pit wall. 

 
      Once the tires are changed, all crew members must leave pit lane.  If a car needs to be push-started, up to 3 crew 

members may enter pit lane once the 3-minute signal to return to green flag racing is given. 
 

5. Article 24.5: Further clarify the definition of a “scrubbed” tire by changing the second paragraph of this section to read as 
follows. 
 
Dry-weather tires used for testing and practice do not need to be declared or scanned.  However, for the official 
practice sessions, “scrubbed” tires must be used if the session is dry and will be checked on grid.  “Scrubbed” tires are 
defined as tires that have been through at least one (1) heat-cycle on a racetrack as indicated by the following visible 
indicators.  The mold release flashing, manufacturers sticker label, and the white printed lettering must be worn off the 
traction surface of the tires.  Additionally, the “scrub ring” which appears during the first heat cycle of the tire and 
indicates how much of the tractive surface has been heat cycled, must be within 2” of the outer edge of the surface.  



 

 

Thereby indicating that the majority of the tractive surface of the tire did go through a proper heat cycle.  The penalty 
for using new “sticker” tires in an official practice session will be a five (5) grid spot penalty for the next race that driver 
starts.  There is no restriction on the use of wet weather tires, and they never need to be declared or scanned.  
 

6. Article 26.3 Specific Car Requirements: Update this section to read as follows.  
 

Starting in 2026, all competitors must be in possession of a Series issued logbook.  The logbook will be used to confirm 
approval to compete at an event.  Any technical details requiring correction will be listed in the logbook, as well as any 
significant crash damage, etc.  There are spaces in the logbook for teams to track the results for each car.  Teams are 
encouraged to complete the results lines after each event to better track the history of their car.  The logbook must 
accompany the car at every event and be presented to Officials upon request. 
 
Teams may repair components defined as bodywork in the next paragraph, except for the survival cell, radiators, wing 
mounting structures, wing internal structures, wing endplates, front crash box, and rear attenuator.  Repairs to all other 
Type 1 components must be performed by the manufacturer or their designated representative.  Team repairs must, at 
the judgment of the Technical Delegate, be limited to correcting damage or routine wear and tear, and cannot change 
the function or the performance of the part or car  
 
Bodywork is defined as all entirely sprung parts of the car in contact with the external air stream, except cameras, camera 
housings, the secondary roll structure, and associated fixings and fairings, and the parts associated with the mechanical 
functioning of the Power Unit, transmission and running gear.  Airboxes and radiators are part of the bodywork. 
 
A) The complete car is divided into three types of parts.  

Type 1: These parts must be supplied by the manufacturer and used exactly as supplied.  Repairs may be carried out 
only by the manufacturer.  
 
Type 2: These parts are Type 1 parts with specific restrictions.  Only the modifications indicated in the homologation 
may be carried out.  Repairs are allowed only in the range described in the homologation.  

 
Type 3: These parts are unrestricted, if they are used as designed by the manufacturer and do not fulfil any additional 
function.  

 
The adding of color or thin adhesive film up to a thickness of 0.5 mm is not considered as a modification, provided that 
the color or film fulfils only an optical function.   
 
The above-mentioned parts classification and the user manual form part of the homologation, both documents will be 
supplied by the respective manufacturer.   

 
B) Standard mounting parts, such as screws, nuts, bolts, washers and lock washers, are considered as Type 3 parts unless 

specifically mentioned in the homologation.  They may be replaced with equivalent or superior standard parts.  The 
thread type, size, length and pitch must remain the same.  In case the connection remains intact, and the standard 
mounting part doesn’t fulfil any additional functionality, the thread type and pitch are free, and the size and length 
may be increased.  The use of locking wire is permitted.  Any type of standard mounting part which has an influence on 
the car set-up is considered as a Type 1 part unless specifically mentioned in the homologation.  Only Type 3 washers 
may be removed.  Washers may be added only for facilitating and improving mechanical installation.  They may 
influence the set-up of the car only when specifically mentioned in the homologation. 

 
C) Heat protection, mechanical protection (such as abrasion protection or tape) and protection for driver comfort may be 

added, provided that their sole function is the protection of the relevant element and unless specifically mentioned in 
the homologation.  



 

 

i. Heat protection used anywhere except in the immediate vicinity of the turbo, the exhaust, and the ECU will be 
interpreted as having additional function, violating the “sole function” wording.  Examples include, but are not 
limited to, use on the inlet system (keeping air cool), the fuel system (keeping fuel cool), or the oil system 
(retaining oil heat). 

ii. Mechanical protection must be confined to the immediate area where clear potential for mechanical damage 
exists. Use of mechanical protection materials over a broader area or where damage potential is not clear will 
be interpreted as having additional function. 

iii. Specifically, this interpretation does not allow for the application of reflective foil or heat sleeve to any part of 
the intake plumbing. 

 
D) 2.7.4 Bodywork The modification of bodywork parts and bodywork supports is allowed only to ensure proper 

installation despite manufacturing tolerances.  
 

E) The use of quick couplings for brake, clutch and fuel lines is allowed, provided that FIA approved dry couplings are 

used. 

7. Article 26.3.1 Safety Equipment: Clarify this section by changing to read as follows. 
 

a) The arming switch for the fire suppression system must be in the “ON” position whenever the driver is in the car 
during a Championship Event.  It may not be switched off while the car is under parc fermé conditions.  

b) The fire suppression bottle must be mounted in such a way that with the seat components removed, the gauge 
may be seen with the use of a bore scope without removing the access panel. 

c) Teams must display the service details of the fire system inside the cockpit so that Officials may easily verify the 
service information without having the team remove the fire bottle.  See the example below of how information 
should be displayed. 

 
 

d) It is permitted to enlarge the lap belt clearance hole in the extraction seat to allow attachment of the belts to the 
forward anchor points in the monocoque. It is also permitted to create a shoulder belt clearance hole in the 
extraction seat to allow attachment of the belts to the lower anchor points in the monocoque. The seat and 
insert must be able to be removed without using tools.  

e) The mirrors supplied with the car may have the flat mirrored glass replaced with convex mirrored glass, or the 
mirrors may be replaced with the mirrors supplied with the JS-F4-16 car, which had convex mirrored glass. 
 

8. Article 26.8: Clarify this section by adding the following paragraph to the end of the section. 
 



 

 

Any team that has not been converted to use a GPS lap trigger must ensure that the timing beacon receiver is mounted 
on the same side of the car as the pit lane, and that it is securely mounted to the chassis so that it stays properly aligned 
to receive the beacon signal so the data is divided into individual laps.   

 
9. Article 28.1: Clarify this section by adding the following paragraph to the end of the section. 

 
The official engine supplier/builder of engines for the Ligier Junior Formula Championship is Mountune.  Only engines 
built/rebuilt and sealed by Mountune may be used in any official session in this Championship. 
 

10. Article 30.12: Clarify this section by changing it to read as follows. 
 
During any on-track session, the engine may only be started with the onboard starter when outside of the paddock area, 
except in the following situations:  

a) On the pre-grid.  

b) In the team’s designated pit box.   

c) At the direction of the Race Director.  

 

The approved alternate methods for starting a car is to use a jump battery, or to push-start the car.  When push starting the 
car the maximum distance that car may be pushed from the designated grid position or pit box is four (4) pit boxes, or apx. 
100’.  If the car has not started within this distance, then the team must return the car to its designated pit box, or to the 
paddock after receiving permission, to diagnose what is wrong with the car. 
 

11. Article 42.2: Clarify this section by adding the following paragraph to the end of the section. 
 
Any cars that fail to report directly to technical inspection or the parc fermé area following qualifying or a race will be 
reported to the SoM for disqualification.  Any cars leaving technical inspection or parc fermé before being given 
permission to do so by an Official will also be reported to the SoM for disqualification. 

 

 

 

Best Regards, 
 
Aaron Coalwell 
Ligier Junior Formula Championship Technical Director Email: 
acoalwell@racingamerica.com (new email address) Mobile: 
(770) 367-7950 
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